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[bookmark: _GoBack]SECTION  1.05  ‑  CONTROL OF THE WORK

Article 1.05.02 ‑ Plans, Working Drawings and Shop Drawings are supplemented as follows:

Sub article 1.05.02 - (2) is supplemented by the following:

Traffic Signal Items:

When required by the contract documents or when ordered by the Engineer, The Contractor shall prepare and submit product data sheets, working drawings and/or shop drawings for all traffic signal items, except Steel Span Poles and Mast Arm Assemblies when applicable, to the Division of Traffic Engineering for review before fabrication. The packaged set of product data sheets, working drawings and/or shop drawings shall be submitted in an electronic portable document format (.pdf).  

The packaged set submitted in an electronic portable document format (.pdf) shall be in an individual file with appropriate bookmarks for each item. The electronic files for product data sheets shall be created on ANSI A (8 ½” x 11”; 216 mm x 279mm; letter) sheets. Working drawings and shop drawings shall be created on ANSI B (11” x 17”; 279 mm x 432 mm; ledger/tabloid) sheets.

	Please send the pdf documents via email to:

		DOT.TrafficElectrical@ct.gov

Steel Span Poles and Mast Arm Assemblies:

When these items are included in the project, the submission for Steel Span Poles and Mast Arm Assemblies shall follow the format and be sent to the “Engineer of Record” as described in the Steel Span Pole and Steel Mast Arm Assembly special provision.
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